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1   0.75 

2   1.00 

3   1.50 

4   2.50 

5   4.00 

6   6.00 

7 10.00 

8 16.00 

9 25.00 

10 35.00 

11 50.00 

Sr. No. Size Packing Rate(`)
 (Sq. mm)

12   7  X  18   6.0  38 

13   7  X  16 16.0  69 

14   7  X  14 25.0  88 

15 19  X  18 16.0  69 

  16   19  X  16   35.0  106 

  17   19  X  14   70.0  200 

  18   37  X  16   70.0  200 

  19   37  X  14 120.0  270 

Sr. No. Nos. Diameter
of  Wire (MM)

Nos. X
SWG

Nominal Area
of Conductor 

(Sq. MM)

Current
Rating
AMP

20 14/76 BC 503 

Sr. No. Size (SWG) CODE Rate(`)

Sr. No. Nominal Size No. of Strands Rate(`)
 (Sq. mm)

21   0.50   16 

22   0.75   24 

23   1.00   32 

24   1.50   48 

25   2.50   80 

26   4.00 128 

27   6.00   84 

28 10.00 140 

2 Core

47

48

49

50

51

52

Sr. No. Size 500 Mtrs 100 Mtrs 
 (Sq. mm)  (Rate `)  (Rate `)

 1.50 Sq. mm

2.50 Sq. mm

4.00 Sq. mm

6.00 Sq. mm

10.00 Sq. mm

16.00 Sq. mm

38 0.50 Sq. mm   16 

39 0.75 Sq. mm   24 

40 1.00 Sq. mm   32

41 1.50 Sq. mm   48

42 2.50 Sq. mm   80

43 4.00 Sq. mm 128

44 6.00 Sq. mm   84

45 10.00 Sq. mm 140

46 16.00 Sq. mm 226 

53

54

55

56

57

Sr. No. Size Unsheathed
 (100 Mtrs. Rate `)

Sheathed
 (100 Mtrs. Rate `)

Twin Flat
 (90 Mtrs. Rate `) (Sq. mm)

Round Twin
 (90 Mtrs. Rate `)

Solid Conductor

Kent Single Core FR PVC Insulated Industrial Grade
Copper Conductor Flexible Cables (Multistrand), 
1100 Volts Confirming IS:694

Kent Solidstrand (Old Type) Single Core (Twisted)
FR PVC Insulated Industrial Grade Copper Conductor
Flexible Cables 1100 Volts Confirming IS:694

Kent PVC Insulated Flexible Twin Twisted Cables
Copper Conductor

Kent Multicore Round Flexible PVC Insulated &
FR PVC Round  Sheathed, Copper Conductor
Industrial Cable, 1100 Volts Confirming IS:694

Sr. No. Nominal Size No. of Strands Rate(`)
 (Sq. mm)

4 Core

Kent Flat Three Core PVC Insulated and PVC Sheathed
Industrial Cables for Submersible Pump Motors,
1100 Volts Confirming IS:694

Kent PVC Insulated Unsheathed, Sheathed,
Flat Twin Industrial Grade Aluminium Cables,
1100 Volts Confirming IS:694

90
Mtrs

90
Mtrs

90
Mtrs

3 Core

37 16.00 226 

36 10.00 140 

35   6.00   84 

34   4.00 128 

33   2.50   80 

32   1.50   48 

31   1.00   32 

30   0.75   24 

29   0.50   16 

90
Mtrs

1.50 Sq. mm

2.50 Sq. mm

4.00 Sq. mm

6.00 Sq. mm

10.00 Sq. mm

Rate
(`)

  7/1.05 

  7/1.71 

  7/2.14 

19/1.04 

  19/1.54 

  19/2.16 

  37/1.56 

  37/2.04 

20 

20 

16 

12 

  4 

  4 

1 

1 

1 

1 

1 

90
Mtrs

90
Mtrs



58

59

60

61

62

63

64

65

66

67

68

69

Sr.
No.

Size Unsheathed
 (100 Mtrs. Rate `) (Sq. mm)

Stranded Conductor

Sr. No. Code Rate (`) 

Sr. No. 

94

95

96

97

98

99

100

101

102

103

104

105

106

107

108

109

110

111

112

113

114

4 Sq. mm X 2 Core

6 Sq. mm X 2 Core

6 Sq. mm X 3 Core

6 Sq. mm X 4 Core

10 Sq. mm X 2 Core

10 Sq. mm X 4 Core

16 Sq. mm X 2 Core

16 Sq. mm X 4 Core

25 Sq. mm X 4 Core

35 Sq. mm X 3.5 Core

35 Sq. mm X 4 Core

50 Sq. mm X 3.5 Core

50 Sq. mm X 4 Core

70 Sq. mm X 3.5 Core

70 Sq. mm X 4 Core

95 Sq. mm X 3.5 Core

95 Sq. mm X 4 Core

120 Sq. mm X 3.5 Core

150 Sq. mm X 3.5 Core

185 Sq. mm X 3.5 Core

240 Sq. mm X 3.5 Core

Sr. No. 

115

116

117

118

119

120

121

122

123

124

125

126

127

128

129

130

131

132

1.5 Sq. mm X 2 Core

1.5 Sq. mm X 3 Core

1.5 Sq. mm X 4 Core

2.5 Sq. mm X 2 Core

2.5 Sq. mm X 3 Core

2.5 Sq. mm X 4 Core

2.5 Sq. mm X 5 Core

4 Sq. mm X 2 Core

4 Sq. mm X 3 Core

4 Sq. mm X 4 Core

6 Sq. mm X 2 Core

6 Sq. mm X 3 Core

6 Sq. mm X 4 Core

10 Sq. mm X 2 Core

10 Sq. mm X 3 Core

10 Sq. mm X 4 Core

16 Sq. mm  X 2 Core

16 Sq. mm  X 4 Core

84

85

86

87

88

89

90

91

92

93

1 Pair

2 Pair

3 Pair

4 Pair

5 Pair

6 Pair

8 Pair

10 Pair

15 Pair

20 Pair

Sr. No. Size 450 Mtrs 90 Mtrs 
 (Sq. mm)  (Rate `)  (Rate `)

70

71

72

73

74

75

10 Sq - 3C

10 Sq - 4C

16 Sq - 4C

25 Sq - 4C

35 Sq - 4C

50 Sq - 4C

2 Core

Sr. No. Size Item Rate (`) 
 (Sq. mm)

76

77

4  Pair  With  Star  Separator

4  Pair  With  Star  Separator

CAT 6

CAT 5

Kent Unarmoured Multicore Round PVC Insulated &
PVC Round Sheathed Industrial Grade Aluminium Cables,
1100 Volts Confirming IS:694

Kent Computer LAN Network Cable, Electrolytic Grade
Copper Conductor, 4 Pair Unshielded Twisted Pair (UTP)
Industrial Cable for LAN Network

Sr. No. Size 
Item Rate (`) 

 (Sq. mm)

78

79

14/0052

14/0052

3 + 1

4 + 1

Kent CCTV Camera Cable, Copper Conductor, PVC
Insulated, AL. Foiled And AL. Wire Braided

Sr. No. Nominal Size Length Rate (`) 
 (Sq. mm)

80

81

82

83

RG -6 Foam, JF,AL Foil+ AL. Braided

RG -6  Foam, JF,AL Foil+ AL. Braided

RG -6 CCS  Foam, JF,AL Foil+ AL. Braided

RG -6 CCS  Foam, JF,AL Foil+ AL. Braided

Kent CCTV Co-Axial Cables, Electrolytic Grade Solid
Annealed Copper Conductor, Jelly Filled, AL. Foiled &
AL. Braided

Kent PVC Insulated Telephone Cables for indoor applications
confirming to TEC specification G/WIR06/02

Armoured Cables Aluminium

Armoured Cables Copper

100 Mtrs & 300 Mtrs

100 Mtrs & 300 Mtrs

90
Mtrs

90
Mtrs

305
Mtrs

Rate (`) 
 (Per Mtr.)

Size 
 (Sq. mm)

Size 
 (Sq. mm)

90 Mtr

305 Mtr

90 Mtr

305 Mtr

1.50 Sq. mm

2.50 Sq. mm

4.00 Sq. mm

6.00 Sq. mm

10.00 Sq. mm

16.00 Sq. mm

25.00 Sq. mm

35.00 Sq. mm

50.00 Sq. mm

70.00 Sq. mm

95.00 Sq. mm

120.00 Sq. mm

Rate (`) 
 (Per Mtr.)



Kent Cables Pvt. Ltd.
6/D, 6th Floor, 32 Corporate Avenue, Mahal Industrial Estate, Near Paper Box,
Off Mahakali Caves Road, Andheri (E), Mumbai - 400 093
Email:info@kentbharat.com I Website: www.kentbharat.com

TERMS & CONDITIONS
Ÿ The above rate are Ex-Godown Delhi for Wholesale Dealers only.
Ÿ GST will be charged extra as applicable
Ÿ Terms of Payment are Cash against delivery or documents through Bank.
Ÿ The above rates are subject to change without any prior notice.
Ÿ No risk is accepted for loss or damages of goods in transit.
Ÿ This cancels all our previous price lists.
Ÿ This price is strictly meant for Whole Sale Dealer’s only.
Ÿ ASK FOR TRADE DISCOUNT.




